
Forro 9-381 C SUBMIT IN TRtgATE* Form approved.
(May IW3) (Other instructions on Budget Ilureau No. 42-Rt425.

UNITED STATES reverse liide)

DEPARTMENT OF THE INTERIOR J. LEASE DESIGNATION AND SE IAL NO

GEOLOGICAL SURVEY U-04984 /

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG ßACK 6. IF INDIAN, ALLOTTEE OR TRI E NAME

18. TYPE OF WORK

DRILL Ð DEEPEN O PLUG BACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL A $
°w'.'LL WAELL

OTHER
NNELE MEOUNLTH•LE 6. OR N

2. NAME OF OPERATon Federa l

Beartooth Oil & Gas Compahy
3. ADDRESS OF OPERATOR Hancock Federa l No. 8-3

P. 0. Box 2564, Bi ll ings , Montana 59103 io. FIELD AND POOL, OR WILD3AT

4. LOCATION OF WELL (Repprt location clear and in accordance with any State requirements.*)

At surface L/ /ÑA/
759 ' FNL 1545 ' FWL 11. as ..r., a..... oa ni.x.

AN VET OR ARBA

At proposed prod. zone same NE#NW# Sec. 8-T 7S-R25E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 18. AT

20 mi les northwest of Mack, Colorado Grand U ah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL

PROPERTY OR LEASE LINE, FT. 759 ' 640 320
(Also to nearest drig. unit line, if any)

Î8. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTu 20. BOTART OB CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED, 4 0 ' '
OR APPLIED FOR, ON THIS LEASE, Pr. None 99 ¿,A Rota ry

21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WI L STAR *

5877' GL, 5888' KB November 22, 1 82
PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

1/4" 9-5/8" 32.3# H-40 STC 300' 150 sacks Class "G"
8-3/4" 7" New 20# K-55 STC 900' l50 sacks 50-50 pozmix
6-1/4" 4-1/2" New 11.6# K-55 LTC 4990' 175 sacks RFC

l. Surface formation is the 6esaverde.
2. Anticipated geologic markårs are: Frontier 3957', Dakota 4338', Morrison 4500',

Sal t Wash 4890'
3. Gas is anticipated in the Dakota, Morrison and in the Salt Wash. No oil or other

minerals are anticipated. Possible water sands are expected in the Mesaverde.
4. Proposed casing program: See Item No. 23 above. 7" casing will be run only if

water is encountered in the Mesaverde.
5. Pressure control equipmen : See attached well control plan and schematic of

drilling contractor's BOP stack. BOP's will be tested before drilling out fro
under surface casing and checked daily.

6. Air or mist drilling will be used to drill the surface hole unless water is encountered.

If water is encountered, chemical-gel type mud will be used.· The well will be air
drilled from under surface casing to total depth. .

(continued on back page)

JN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal 18 to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Gjve blowout

SIG ED TITLE ŸetfOleum Engineer os,, 10/15/82

(This s for Federal or State office use) .APPAOVED BY THE STATE
PERMIT No APPROVAL

OIL, GAS, AND Migl,NG
APPROVED By TITLE

CONDITIONS OF AFPROVAL, IF ANY: DATE: -



TOWNSHIP PLAT
Owner r3mrooTR Date // -/25 ß L
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36 31 33 31 36--- 21

6 I ----

12 7 9 13 11 12----

F 0 -

13 18 I I 6 15 14 13--- 18

X

24 19 " 21 2 23 24 19

E 2 O -

25 30 2> 28 27 26 25---- 0

36 31 32 33 34 35 36--- 11

I 6 . 4 3 2 i ---- «.

leeck No. 45300 Forestry seppuers, ime., Jackson,



½& NF s., i MAP # 3
/A // VICINITY MAP

DER -

e red

, a

BEARTOOTHOIL & GAS CO.
PROPOSED LOCATION
GRAND COUNTY,



A ESS 0AD & TOPO MAP

1.4 mil )

BEARTOOTH OIL & GAS CO.
PROPOSED WELL LOCATION

'
.

GRAND COUNTY,



OPERATOR d 9R700/Ñ // †g cd DATE /d-/9 -21

WELLNAME COc FOO 3 - 3

SEC ¿
g~ g 2 T /75 R & 6 E COUNTY Ggggd

API NUMBER TYPE OF LEASE

POSTINGCHECKOFF:

V' INDEX HL

NID / PI

/ MAP ./

PROCESSINGCOMlmlTS:

APPROVALLETTER:

SPACING: A-3 /gr (*/F1 0 c-3-a
UNIT CAUSENO. & DATE

c-3-b c-3-c

SPECIAL



RECONCILEWELL.NME ANDIDCATIONON APD AGAINSTSAME ATA ON PLAT MAP.

urWTICATE LEASEANDOPERATORINFORMATIONË

IFT ADEQUATEANDPROPERBONDING

AUTHENTICATEIF SITE IS IN A NAMEDFIE , ETC.

APPLY SPACIlOCONSIDERATION

ORDER /

UNIT

c-3-b

c-3-c

ANDINGŒ OVERDUEREK 1m ØrHERWELLSOF TH OPËRAT



October 19, 1982

Beartooth Oil 4 Gas Company
P. O. Box 2564
Billings, Montana 59103

RE: Well No. Hancook Fed. #8-3
NENWSec. 8, T.17S, R.25E
Grand County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above referred to gas
well is hereby granted in accordance with Section 40-6-11, Utah Code Annotated 1953;
and predicated on Rule A-3, General Rules and Regulations and Rules of Practice and
Procedure.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediately notify the following:

RONALDJ. FIRTH - Engineer CLEON B. FEIGHT - Director
Office: 533-5771 OR Office: 533-5771
Home: 571-6068 Home: 466-4455

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours after
drilling operations commence, and that the drilling contractor and rig number be
identified.

The API number assigned to this well is 43-019-31013.

Norman C. Stout
Administrative Assistant

NCS/as
cc: Minerals Management Service



orm 9-331 C SUBMIT IN TRL ATE* Form approved.
(May 1963) (Other instructiZon fludget Burean No. 4&R1425.

UNITED STATES reverse side) ÍÊÑÃL $

DEPARTMENT OF THE INTERIQR EASE DESIGNATION AN E

GEOLOGICAL SURVEY U-04984 REGEIVED

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IFINDIAN,ALLOTTEEOBTRIBENAME

la. TYPE OF WORK .

DRILL Ð DEEPEN 7. UNIT AGREEMENT NAME

b. TYPEOFWELL Winter camp ALTLAKECITY,U

M
ELLL WAELL

OTHER
OUNL 8. FARM OR LEASE NAME

2. NAME OF OPERATOR Federal

Beartooth Oi l & Gas Company
Û. WEI,I, NO.

3. ADDRESS OF OPERATOR . Hancock Federa l No. 8-3
10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any Stat State Line
paceed

pro

't FNL , , FWL 11. CD OR BI.A

same NEkNWh Sec. 8-Tl7S-R25E

14. DISTANCE IN AflLES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISE 13. BTATE

20 mi les northwest of Mack, Colorado Grand Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACBES UK LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT· 759' 640 320
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS

o'a°irÏE
OR O

mDIR GE, iiPLETED' None 4990' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5877' GL, 5888' KB November 22, 1982

23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12-1/4" 9-5/8" 32.3# H-40 STc
_._

300' 150 sacks class "G"
8-3/4" 7" New 20# K-55 STC 900' l50 sacks 50-50 pozmix
6-1/4" 4-1/2" New 11.6# K-55 LTC 4990' 175 sacks RFC

1. Surface formation is the Mesaverde.
2. Anticipated geologic markers are: Frontier 3957', Dakota 4338', Morrison 4500',

Salt Wash 4890'.
3. Gas is anticipated in the Dakota,

Morrison¯and
in the Salt Wash. No oil or other

minerals are anticipated. Possible water sands are expected in the Mesaverde.
4. Proposed casing program: See Item No. 23 above. 7" cas¡ng will be run only if

water is encountered in the Mesaverde.
5. Pressure control equipment: See attached well control plan and schematic of

drilling contractor's BOP stack. BOP's will be tested before drilling out from
under surface casing and checked daily.

6. Air or mist drilling will be used to drill the surface hole unless water is encountered.

If water is encountered, chemical-gel type mud will be used. The well will be air
drilled from under surface casing to total depth.

(continued on back page)

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

program.

TITLE ŸetrOleum Engineer a,, 10/15/82
r, G Routoon

(This s for Federal or State office use)

PERMIT NO ALU
NN

CONDITIONS OF APPROVAL, IF ANY:

TITLE
DISTRICT OIL & GAS SUPERVISOR

DATE

NOp
CONDITIONSOF APPROVAL ATTACHED

OF A TO OPERATOR'S COPY
FLARINGOR VENTINGOF
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Beartooth Oil & Gas Company
Well No. 8-3
Section 8-T17S-R25E

Grand County, Utah
Lease No. U-04984

Supplemental Stipulations:

1. The dirt contractor will be furnished with an approved copy of the
surface use plan and any additional BLM stipulations prior to any
work.

2. If subsurface cultural material is exposed during construction,
work in that spot will stop immediately and the Grand Resource Area
Office will be contacted. Salvage or excavation of identified archae-

ological sites will be done only if damage occurs.

3. Use of water from sources such as wells, springs, streams or stock
ponds for activities associated with this well will be approved prior
to use, by the agency or individual holding the water rights.

4. Due to the sensitive nature of this location, A Post Construction/
Pre-Spud inspection will be required to examine access road, pit con-

struction and rip-rap on west edge of pad. 48 hour notice required.

5. The top 4 to 6 inches of topsoil will be removed from the location
and stockpiled separate from the trees and vegetation on the south
side of the location. The pad will be extended in a "Y" on south end
for topsoil stockpile.

6. The reserve pit will be located on the east side of the location
and will be lined with 20 mill or heavier plastic, if agreed upon dur-

ing pre-spud inspection. The reserve pit banks will be 1.5 to 2.0
feet above pad, constructed in 8 inch lifts, machinery compacted and
sufficiently wide for equipment to pass over. The reserve pit will be
fenced, with 36 inch woven wire and 1 strand of barbed wire on top, on
3 sides before drilling starts and on Ath side as soon as the driling
is completed. The fence will be kept in good repair while the pit is
drying.

7. Improvement to the existing road will not be necessary. Adequate
maintenance will be done to insure drainage control, including ditch
and crown design and drainage dips.

8. New road construction will be limited to an allowable travel sur-

face width of 18 feet. For construction design and survey refer to
Class II road standards. In the event of production a temporary road
in wash bottom will be used for construction and drilling phases only.
Future use/maintenance of the road will be determined by production.
Trees and vegetation will be windrowed on the uphill side.

9. Adeguate and sufficient electric/radioactive logs will be run to
locate and identify anticipated coal beds in the Dakota formation.
Casing and cementing programs will be adjusted to eliminate any poten-

tial influence of the well bore or productive hydrocarbon zones on the
coal resource. Surface casing program may require adjustment for pro-

tection of fresh water



Your Application for Pen t to Drill also included a ub:nittal for production
facilities.· These prodne-cion facilities are appröver for the lessee and his
designated operator under Section 1 of the Oil and Gas Lease with the
following conditions:

(1) The oil and gas measurement facilities must be installed on the
well location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy are to be conducted monthl_y
for the first three months on new meter installations and at least quarterly
thereafter. Please provide this office with a date and time for the initial
meter calibration and all future meter proving schedules. A copy of the
meter calibration reports are to be submitted to the Salt Lake City District
Oil and Gas Supervisor. Royalty.payments will be made on all production

.

volume as determined by the meter measurements or the tank measurements. All
measurement facilities must conform with the API standards for liquid
Lydrocarbons and the AGA standard for natural gas measurement. .

-

(2) Gas meter runs for each well will be located within 500 feet
of the wellbead. The gas flowline will be buried from the wellhead to
the meter and 500 feet downstream of the meter run or any production
facilities. Meter runs must be housed and/or fenced.

(3) All disturbed areas not required for operations will be rehabilitated.

(4) All produced liquids must be contained including the dehydrator vent/
condensate line effluent. All production pits must be fenced.

(5) The well activity, the well status and the date the well is placed
on production must be repor.ted on Lessee's Monthly Report of Operations,
Form 9-329.

(6) All off-lease storage, off-lease measurement, or commingling
on lease or off-lease must have written approval.

(7) All product lines entering and leaving hydrocarbon storage
tanks must be locked/sealed.

(8) You are reminded of the requirements for handling, storing, or
disposing of water produced from oil and gas wells under NTL-2B.

(9) All materials, trash, junk, debris, etc. not required for
production must be removed from the well site and production facility
site at the completion of these operations.

(10) A copy of the Gas Sales Contract will be provided to this
.

office and the Royalty Accounting Department as directed.
(11) Construction and maintenance for surface use approved under this

plan should be in accordance wi th the surface use standards as set forth in
the BLM/GS Oil and Gas Brochure entitled, "Surface Operating Standards for Oil
and Gas Exploration and Development." This includes, but is not limited to,
such items as road construction and maintenance, handling of top soil önd
rehabilitation.

(12) "Sundry L'otice and Reports on L'ells" (form 9-331) will be filed for
all chönges of plans and other operations in accordance with 30 CFR 221.58.
Emergency approval may be obtained verbally, but such approval does not waive
the written report requirement. Any additional construction, reconstruction,
or alternations of facilities, including roads, gathering lines, batteries,
measurenent facilities, etc., till renuire the filing of a suitöble plan and -

prior approval by the



PRODUCTION

1. The reserve pit and that portion of the location and access road
not needed for production or production facilities will be reclaimed
in the methods described in the rehabilitation section. All of the
stockpiled/windrowed topsoil will be used in reclaiming the unused
areas.

2. All above-ground production facilities will be painted using the
attached suggested colors.

3. Any burning will require a permit from the State Land Forestry and
Fire Control office in Moab. Contact Paul Pratt at (801) 259-6316.

4. Production facilities will be located on the south side of the
location.

5. All pipelines should follow existing access routes where



REHABILITATION

1. Immediately upon completion of drilling, the location and surrounding
area will be cleared of all debris resulting from the operation.
All trash will be disposed of in the portable trash cage and will
be hauled to a local town dump site. Do not leave any trash in
pits.

2. The operator or his contractor will contact the Grand Resource
Area BLMoffice in Moab, Utah, phone (801) 259-8193, 48 hours prior
to starting rehabilitation work that involves earthmoving equipment
and upon completion of restoration measures.

3. Before any dirt work to restore the location takes place, the
reserve pit will be completely dry and any trash (barrels, metal
etc.) it contains will be removed from public lands.

4. All disturbed areas will be recontoured to blend as nearly as
possible with the surrounding area.

5. The stockpiled/windrowed topsoil will be evenly distributed over
the disturbed area.

6. All disturbed areas will be scarified with the contour to a depth
of 10 inches. Do not smooth pads out, leave a roughened surface.

7. Seed will be broadcast/drilled at a time to be specified by the BLM
with the following seed prescription. When broadcast seeding, a
harrow or some such implement will be dragged over the seeded area
to assure seed cover.

8. After seeding is complete the stockpiled trees and vegetation will
be scattered evenly over the disturbed areas and walked down with a
dozer. The access will be blocked to prevent any use/vehicle use.

9. Waterbars will be used as needed on all sloping surfaces as shown
below:

Grade Spacing

2% 200 ft. spacing
2-4% 100 ft. spacing
4-5% 75 ft. spacing

+5% 50 ft.



a- INREPLYREFERTO

United StatesDepartment of the Interior
BUREAU OF LAND MANAGEMENT

SUGGESTEDCOLORSTO PAINT OIL & GAS

PRODUCTIONFACILITIES

Cisco Desert and Flats below the Bookcliffs:

Dynasty Green (Sears)

Tumbleweed (Pratt & Lambert)

Sage Gray (Pratt & Lambert)

Bookcliffs Region:

Sage Gray (Pratt & Lambert)

Sea Life (Pratt & Lambert)

Dynasty Green (Sears)

Similar hues other than the ones mentioned above must be approved
by the Grand Resource Area



SEEDMIXTURE

Species Rate
1bs/acre

Grasses

Elymus salinus Salina wildrye 1
Hilaria jamesii Galleta (Curlygrass) 1
Oryzopsis hymenoides Indian ricegrass 1

Forbs

Helianthus annuus Common sunflower
(Kansas sunflower) .5

Melilotus officinalis Yellow sweetclover .5

Sphaeralcea coccinea Scarlet globemallow .5

Shrubs

Atriplex canescens Fourwing saltbush
(White greasewood) 1

Eurotia lanata Winterfat (Whitesage) 1.5

Total 7

Broadcast seed will be applied at double the above rate.

Seeding will be done in the fall of the year (Oct. -



SEC._8__, T.17 S., g.75 E .0F TNg S.L.M. A M. PLAT # 1

s.ersa'à" sz re.oa- a.co.
Et Ei

4EARTOOTH OIL & GAS CO
764.5'

PROPOSED WELL LOCATION
HANCOCKFED. # 8-3

A/E/4tA/W/ t. ELEVATION 5877'
o

SCr.LE
soo o sooo'

LE G END
svanaano a.ooarson oro O .... ....,...

o e .... ....... -.

wra.a. a.ooarson eraneo.

REFERENCE DOCUMENTS

1926 GLo PLAY

BRYSON CANYON, UTAH
G.ß9*F/'A'

GZ?zdS' G.CO.
QUADRANGLE, USGS

THIS WEt.L LOCATION PLAT WAS PREPARED FOR BEARTOOTH OI L & GAS CO.
AS REOMESTED BY KEN CURREY

, 70 LOCATE THE
HANrncK FFDFRAI # 8-3

, 769' E]LL a 1545' y W· L.

IN THENE ¡¡4 NW1/4 OF SECTION_8_ 717 S, g.25 E· OF THE S.L.M. Ag.
GRAND COUNTY, UTAH

" SURVEYOR'S CERTiFiCATE

N 4100 '•'anny o. arcara a masserraro t.ano suavevon
(N THE STATE OF UTAH oo HenraY centtPY THAT YHee
SURVEY WAS MADE UNDER MY DIRECT SUPERVISiON AND

1L TNAT THis Pt..AT REPRESE O SURV

À)TA t..s.No. 4189

SURVEYro /o- ENERGY
70-/3-3 SENnelENyESERING

CORR A NO
UNLC

O et Of
CMge

/$-O•#A & 4 *TED aurrr



TycLVE POINT PLAN OF DEVELOPMENT
FOR SURFACE USE FOR THE

BEARTOOTH OIL & GAS COMPANY -

Hancock Federal #8-3
NEhNW# Section 8-Tl7S-R25E

Grand County, Utah

1. Existing Roads - a legible map showing:

A. Proposed well site as staked. (Actual staking should include two each

200-foot directional reference stakes.): See Survey Plat #1.

B. Route and distance from nearest town or locatable reference point to where

well access route leaves main road: This well is about 20 miles northwest

of Mack, Colorado. It is reached by going 9.5 miles west of Mack on old

Highway 6 & 50; turn north (right) and go 9.8 miles up the San Arroyo Gas

Plant road; turn left (west) and go 0.9 miles; then turn right (northwest)

and go 0.2 miles to the beginning of the 1.7 miles of new access road.

C. Access road(s) to location color-coded or labeled: The existing road is

colored green and the new road is colored red.

D. If exploratory well, all existing roads within a 3-mile radius (including

type of surface, conditions, etc.): N/A

E. If development well, all existing roads within a 1-mile radius of wellsite:

All existing roads are shown on Map #1.

F. Plans for improvement and/or maintenance of existing roads: The existing roads

are controlled by Grand County, Utah. Occasional blading is done bý produiTng
and ptpeline companies in the area.

2. Planned Access Roads See Map #1.

Map showing all necessary access roads to be constructed or reconstructed, showing:

(1) Width & Disturbance: The 1.7 miles of new road will be constructed with an

18' running surface with a total disturbed width varying from 25 to 100 feet.

All trees will be windrowed above the road area.

(2) Maximum grades: The maximum grade will be 10% for two short pitch grades

where the road climbs through rims.

(3) Turnouts: Turnouts will_be constructed so that they are intervimihle . ---

as topography dictates.

(4) Drainage design: Natural drainage; road will follow contour of the land.

Where the road crosses side slopes, it will be insloped 2%, ditched and

have water dips for drainage.

(5) Location and size of culverts and brief description of any major cuts and

fills: The road has 3 low water crossings.

(6) Surfacing material: Native material only; no material will be brought in.

(7) Necessary gates, cattleguards, or fence cuts: There is an old drift fence

crossed by this road. A gate will be installed at this crossing.

(8) New or reconstructed roads are to be center-line flagged at time of location

staking: The road is
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3. Location of Existing Wells

Two-mile radius map if exploratory, or 1-mile radius map if development well

showing and identifying existing (see Well Map No. 2)

(1) Water wells: None

(2) Abandoned wells: One (junked)

(3) Temporarily abandoned wells: None

(4) Disposal wells: None

(5) Drilling wells: None

(6) Producing wells: Three

(7) Shut-in wells: None

(8) Injection wells: None

(9) Monitoring or observation wells for other resources: None

4. Location of Existing and/or Proposed Facilities

A. Within 1-mile radius of location show the following existing facilities owned

or controlled by lessee/operator:

1. Tank batteries: None

2. Production facilities: Meter runs and separatore @ gar wello shown on

Map No. 2

(3) Oil gathering lines: None

(4) Gas gathering lines: See pipeline map

(5) Injection lines: None

(6) Disposal lines: None

(Indicate if any of the above lines are buried.)

B. If new facilities are contemplated, in the event of production, show:

(l) Proposed location and attendant lines by flagging if off of well pad:

All proposed facilities will be on the pad.

(2) Dimensions of facilities: See Plat No. 4. Separator 5' x 10',

meter run 5' x 8', on drillsite pad and painted green to blend

with the environment.

(3) Construction methods and materials: No materials necessary. All

lines will be coated, wrapped, and buried. See Plat No. 4.

(4) Protective measures and devices to protect livestock and wildlife:

A 10' x 10' water pit within 50' of the separator will be fenced.

A metal quard or fiberglass shelter will be around the
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4. Location of Existing
and/or-Proposed Facilities (Continuedy

C. Plan for rehabilitiation of disturbed areas no longer needed for operations

after construction is completed: Upon completion of the drilling of this

well, all pits will be backfilled and top soil replaced and re-contoured

back to original terrain. Upon abandonment, all di_sturbed areas, including

. the location and access road, will be re-contoured, ripped or scarified

as needed, and re-vegetated using a seed formula as specified by the BLM.

Seeding will be done in the fall.

5. Location and Type of Water Supply

A. Show location and type of water supply either on map or by written description:

The water supply for this well is West Salt Creek. The pick up point is 2 miles

west of Mack, Colorado.

B. State method of transporting water and show any roads or pipelines needed:

Water will be transported by truck over the existing roadways and proposed

access.

C. If water well is to be drit ied on lease, so state. (No APD for water well is

necessary, however, unless it will penetrate potential hydrocarbon horizons):

No water well is to be drilled.

6. Source of Construction Materials

A. Show information either on map or by written description: No construction

materials will be used other than native materials.

B. Identify if from Federal or Indian land: Not applicable.

C. Describe where materials, such as sand, gravel, stone, and soil material are

to be obtained and used: Soil from cuts will be used for fills. No out-

side material will be brought in.

D. Show any needed access roads crossing Federal or Indian lands under Item 2:

7. Methods for Handling Waste Disposal

Describe methods and location of proposed containment and disposal of waste material,

including:

(l) Cuttings: Cuttings will be buried in the reserve pit.

(2) Drilling fluids: Drilling fluids will be handled in the reserve pit and

left to evaporate.

(3) Produced fluids (oil, water): ¿Any fluids produced during drilling test or

while making production test will be collected in a test tank. If a test

tank is not available during drilling, fluids will be handled in reserve

pit. Any spills of oil, gas, salt water or other noxious fluids will be

cleaned up and removed. If well is productive, produced water will be dis-

posed of onsite for 30 days only, or 90 days with permission of District

Supervisor. After that time, application will be made for approval of

permanent disposal method in compliance with NTL-2b, and the rules and

regulations of the State of



7. Methods for Handling Wastà>disposal (Continued)

(4) Sewage: Human waste will be disposed of in chemically treated sanitary pits.

(5) Garbage and other waste material (trash pits should be fenced with small I

mesh wire to prevent wind scattering trash before being burned or buried):

Garbage, waste, salts and other chemicals produced during drilling or testing

will be handled in a trash cage. The trash cage will be totally enclosed with

small mesh wire to prevent wind scattering trash before being removed. Reserve

a pit will be fenced on 3 sides during drilling and closed off on the Ath side at

the time of rig release.

(6) Statement regarding proper cleanup f Lellsite area whin rig moves out:

Drilling fluid in pit, which will be very minimal due to air drilling,

will be left to dry, if necessary. After pit area is sufficiently dry,

cuttings will be pushed into pit and sub-soil placed on top of any

remaining fluid and cuttings; then top soil will be used to cover both

pit and location area.

8. Ancillary Facilities

identify all proposed camps and airstrips on a map as to their location, area

required and construction methods. (Camp center and airstrip center lines tá be

staked on the ground): No air strip, camp or other facilities will be buil_t

durinq drilling of this well.

9. Wellsite Layout

A plat (not less than 1" = 50') showing:

(1) Cross sections of drill pad with cuts and fills: See Plat No.-2-A

(2) Location of mud tanks, reserve, burn and trash pits, pipe racks, living

facilities, and soil material stockpiles: See Plats Nos. 2 &

(3) Rig orientation, parking areas and access roads: See Plat No. 3

(4) Statement as to whether pits are to be lined or unlined. (Approval as used

in this section means field approval of location. All necessary staking of

facilities may be done at the time of field inspection. A registered surveyor

is not mandatory for such operations): Pits will be unlined.

10. Plans for Restoration of Surface

State restoration program upon completion of operations, including:

(1) Backfilling, leveling, contouring and waste disposal; segregation of

spoils materials as needed: If well is abandoned, site will be restored

to original condition as nearly as possible. Backfilling, levelling,

and contouring are planned as soon as all pits have dried. Waste

disposal and spoils materials will be buried or hauled away immediately

to an approved sanitary land fill_after drilling is completed. If

production is obtained, the unused area will be restored as soon as possible.

(2) Revegetation and rehabilitation, including access roads (normally per BLM

recommendations): The soil banked material will be spread over the area.

Re-vegetation will be accomplished by planting mixed grasses as per

BLM specifications.

(3) Prior to rig release, pits will be fenced and so maintained until clean-up:

Three si_des of the reserve pit will be fenced _during
drilling and

closed off on
the¯4th side following rig release to prevent livestock or

wildlife
frDmagatMhe_fencing will be_maintained until leveling and

.

cleanup_are
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10.
,

Plans for Restoration of Surface (Continued)

(4) If oil on pit, remove oil or install overhead flagging: If any oil is

on the pits and is not immediately removed or burned after operations

cease, the pit containing the oil or other adverse substances will be

flagged overhead or covered with wire mesh.

(5) Timetable for commencement and completion of rehabilitation operations:

The rehabilitation operations will begin immediately after the drilling

rig is removed. Removal of oil or other adverse substances will begin

immediately or area will be flaqqed and fenced. Other cleanup will be

done asneeded. Planting and re-vegetation is considered best in the

fall, between Sept. 15 and Nov. 15.

11. Other Information

General description of:

(1) Topography, soil characteristics, geologic features,flora and fauna:

The area -i_s rough with steep rimmy sideslopes as that common to the

Bookcliffs. The soils are shallow and rocky, Vegetation consists

of sagebrush, iuniper and mixed arasses. Rabbits, coyotes and li7RCAR .

are the noticiable wildlife species.

(2) Other surface use activities and surface ownership of all involved lands:

The area supplies limited wildlife forage.

(3) Proximity of water, occupied dwellings, archeological, historical or

cultural sites: The nearest occupied dwelling is the San Arroyo Gas

Plant. The nearest live water is the Colorado River.

A cultural resource survey has been made and the report is filed with

the BLM in Moab.

12. Lessee's or Operator's Representative

include the name, address and phone number of the lessee's or operator's

field representative who is çesponsible for assuring compliance with the

approved surface use and operations plan:

James G. Routson Ken Currey
Beartooth Oil & Gas Company Box 1491
P. O. Box 2564 Fruita, CO 81521
Billings, MT 59103 Mobile Phone: 303-245-3660 Unit 5858
Office Ph: 406-259-2451 Home Ph; 303-858-3257

Home Ph: 406-245-8797

13: Certification

The following statement is to be incorporated in the plan and must be signed

by the lessee's or operator's field representative who is identified in ltem

No. 12 of the plan:

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drillsite and access route; that I am familiar

with the conditions which presently exist; that the statements made in

this plan are, to the best of my knowledge, true and correct; and, that

the work associated with the operations proposed herein will be performed

by Beartooth Oil & Gas Company and its contractors and subcontractors in

conformity with this plan and the terms and conditions under which it is

approved.

10/15/82



WELL CONTROL PLAN

1. Surface casing: 9-5/8" 0.0., 32.3 #/ft., Grade H-40, Short T&C, set at 300'

or deeper, cemented with pump and plug method back to the surface or bottom

of cellar.

2. Casinghead Flange: 9-5/8" x 10 ,
- 900 series casinghead with two 2"

2000 psi L.P. outlets.

3. Intermediate casing: 7", 20#, K-55, set at 900 ' and cemented with 150

sacks. The intermediate spool will be 10" - 900 x 10" - 900 series with two

2" 2000 psi L.P. outlets.

4. Blowout Preventor: A 10" 3000 psig W.P. double gate hydraulic shaffer BOP

( or equivalent ) with drill pipe _rams
and blind rams. All fill, kill and

choke lines will be minimum of 2" 2000 psi W.P. A Grant rotating head will

be used while air and mist drilling. A new rubber will be installed prior

to drilling through the Dakota. BOP's will be worked daily. Blind rams

will be checked during trips. B0P's will be tested to 1000 Psi Prior to

drilling shoe joint on surface casing and intermediate casing.

5. Auxiliary Equipment: (a) Drill pipe floats will be allowed at contractor's

discretion. (b) Visual monitoring of air returns will be maintained. (c)

Upper kelly cock will be used. (d) Stabbing valve will be kept on floor.

6. Anticipated bottom hole pressure is less than 800 psi at 4990!or a gradient

of .16 psi/ft or less. No abnormal temperatures or hydrogen sulfide gas are

anticipated.

BEARTOOTH OIL & GAS COMPANY

By:
mes G. Routson, Petroleum



s. SCHEMATIC OF BOP STACK

Air drilled wells using 900 series wellhead equipment.

Interval from 300' to total depth.

Rotat ing Head

Blouie Line

Blind Rams

Drill Pipe Rams

Drilling Spool

11D11 t 3t Il <
\Choke Line

Kill Line

e l lc><3 $><30
L

Casing Spool
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FIGURE NO. 4

ANoock F D- lW- 9-3

1. Wellhead will be an 8-5/8", 2000 psi WP Larkin Fig. 92 or equivalent.

Tubing head will be Ni" x 6" - 900 top with two 2" x 3000 psi screwed valves.

Tree will be 2" screwed x 2000 psi W.P.

2. Line between wellhead and separator will be approximately 100 feet in

length and constructed of 2-3/8" .218 wall seamless, welded, wrapped

and buried approximately 5 feet deep.

3. Line between separator and meter will be 4" or 4.028 OD seamless,

welòed, coated, wrapped and buried, and will be approximately 25 feet

in length.

4. Meter run will be American 4" run, 500 psi static rating, 100" of water

differential rating.

5. Pit, if necessary, will be 8' x 8', enclosed by dikes and
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DIVISIONOFOIL,GASANDMINING

SPIJDDIN6INFORMATION

NAMEOFCOMPANY:Beartoo h Oil 4 Gas

WELLNAME:Hancock Fed 8-3

SECTION NENW 8 TOWNSHIP 17 S RANGE 25 E ÛOUNTYGrand

DRILLINGCONTRACTORväco

RIG# 2

SPUDDED:DATE 1-28-83

TIME 10:30 PM

g(yg Rotary

MILLING WILLCOI+lENCE

REPORTEDBY Grace Brown

TELEPHONE# 406-259-2451

DATE 2-1-83 SIGNED



NOTICE OF SPUO

Company: ra

Caller:

Phóne: O 6¯|'

Well Number: .

Îf- 6

Location: Á/6/ - /75 - T

County: L State: U¯C

Lease Number: R- o 9tú

Lease Expiration Date:

Unit Name (If Applicable): "[4) imp

Date & Time Spudded: /-ag-¿L /rJ Jo 777

Ory Hole Spudd

Details of Spud (Hole, Casing, Cement, etc.) få y

a, O'~/X " E 3A3 KB ', c-,rk 257> St
CV

Rotary Rig Name & Number: SA e,o
'

/ >

Approximate Date Rotary Moves In: /- - 23

FOLLOW WITH SUNDRY NOTICE

Call Received By:

Date: c2 -/- 8 3 M Ñ777



Form 9-331 Form Approved.

Dec. 1973 Budget Bureau No.42-R1424

Lw;TED STATES syËASE
DEPARTMENT ()F THE INTERIOR U-04984

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this form for proposals to (Irill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such p oposals.) 8. FARM OR LEASE NAME

1. oil gas Federal
well wen other 9. WELL NO.

2. NAME OF OPERATOR Hancock Federal No. 8-3
Bear tooth Oi l & Gas Company 10. FIELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR State Line
P. O. Box 2564, Bi11ings, Montana 11. SEC.,T.,R.,M.,ORBLK.ANDSURVEYOR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) NEkNwk sec. 8-175-25E
AT SURFACE: 1059' FNL, 1694' FWL 12. COUNTYORPARISH 13. STATE
AT TOP PROD. INTERVAL: same Grand Utah
AT TOTAL DEPTH: same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-019-31013
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL Report results of mumple compled n or zone

PULL OR ALTER CASING change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(other) Status Report DVISi0NOF
17. DESCRIBE PROPOSED OR COMPLETED OPE ÎlO Cle rl a e a pertinent details, and give pertin t dates,

including estimated date of étarting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Well spudded with rotary rig at 10:30 PM on 1/28/83. Drilled 13-3/41 hole
to 338'. Ran 8 joints 9-5/8", 32.3#, H-40 casing to 323' KB. Cemented
with 250 sacks class "G", 3% cacl2, 1/4# celloflake. Plug down at 3:30
PM on 1/30/83.

TD 4850'.

Ran 121 joints 41", 10.5#, J-55 casing to 4850'. Cemented with 175 acks -

RFC cment - good returns throughout job. Plug down at 3:30 AM 2/6/8 .

Waiting on completion tools.

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I hereby c that the foregoin is true and correct

SIGNED TITLE DATE
race E. Brown / x

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL IF ANY:

*See instructions on Reverse



Form 9-330
(Rev. 5 68) U f ED STATES SUBMIT IN DU LTE• SetŠËuNo. 42-R355.5.

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

GEOLOGICAL SURVEY U-04984

WELL COMPLETION OR RECÇ)MPLETIONREPORTAND LOG *
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

1a. TYPE OF WELL: orL GAs
wELL WELL DET Other 7. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION: Winter Camp
MEE

L
OWORRK EEP- IEFFra.

Other 8. rann on LEAsz NAME

2. NAME OF OPERATOR Federal

Beartooth Oi1 & Gas Company 9. WELL NO.

a. ADDRESS OF OPERATOR Hancock Federal No. 8-3
P. O. Box 2564, Bi 11 ings, Montana 59103 10. FIELD AND POOL, OB WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance soith any ßtate requirementa). State Li ne
Atsurface 1059' FNL, 1694' FWL 11.SEC.,T..R.,M.,ORBLOCKANDSURVET

OR AREA

At top prod. interval reported below
same NE¾NWhSec. 8-175-25E

At total depth Same
14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. BTATE

43-019-31013 | 10/19/82 UEÑd Utah
15. DATE SPUDDED 16. DATE T.D. BEACHED 1Î. DATE COMPL. (ROGdy $0 pT0d.) 18. ELEVATIONS (DF, REB, RT, GR, ETC.) * 19. ELEV. CASINGHEAD

1/28/83 2/4/83 2/21/83 5828' GL, 5838' KB
20. TOTAL DEPTH, MD & TTD 21. PLUG, BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANT* DRILLED BT

4850 ' 4803' commi ng 1ed 0-TD
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD}* 25. WAS DIRECTIONAL

4480-4486 - Morrison
SURVEY MADE

4282-4363 - Dakota no
26. TYPE ELECTRIC AND OTHER LOGS BUN 27. WAS WELL CORED

DIL, GR/CDL/CNL no
28. CASING RECORD (Report all strings set in well)

CABING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

9-5/8" 32.3# H-40 323' KB 13-3/4" 250 sacks class "G" -

4-1/2" 10.5# J-55 4850' KB 6-1/4" 175 sacks RFC -

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

1-l/2" 4556' -

I
31. PERFORATION RECORD (Interval, size and number) 82. ACID, SHOT. FRACTURE, CEMENT SQUEEZE, ETC.

4480-4486 -

.31" dia - 7 holes total DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL 08ED

4282, 4286, 4290, 4294, 4330, 4336, 4262-4363 550 gal. 15% MR acid; foam
4343, 4354, 4363 -

.31" dia 9 holes total fract w/77,000 gal. foamed 5% HC1, 20,000#
100 mesh land, 80,000# 20-40 sand.

33.* PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (FIOtDing, gde liff, pufnping-Biß€ Gud ÊgpB Of pHMP) WELL STATUs (Produc ng or

2/21/83 f lowing
shut-in) Shut-i n

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBL. GAS-MCF. WATER-BBL. GAS-OIL RATIO
TEST PERIOD

2/21/83 81 hrs 1" 3 727
FLOW. TUBING Passa. CASING PRESSURE I CALCULAÈ$D OIL-BBL. GAS-MCF. WATER-BBL. OIL GRAVITY-API (CORB.)

I 24-ROUR RATE

79 psi 670 psi 205
34. DISPOSITION OF GAS (ßOld, NB€d for fuel, vented, ¢tc.) TEST WITNESSED BT

to be sold Ralph Snow
35. LIST OF ATTACHMENTS

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records

Pet rol eum Eng ineer 2/22/83
SIGNED & ~

, M ÌITLE DATE
. ames f Rantson

*(See Instructionsand Spaces for Additional Data on Reverse
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-- 56 64 03FILE IN TRIPLICATE
FORMOGC-8-X

STATEOF UTAH
DEPARTMENTOF NATURALRESOURCES
DIVISION OF OIL, GASANDMINING

1588 West North Temple
Salt Lake City, Utah 84116

*REPORTOF WATËRENCOUNTEREDDURINGORILLING*

Wett Wame & Wumb2A Hancock Federal No. 8-3

OpeAdfDA Beartooth Oil & Gas Company Addreaa P. 0. Box 2564, Billings, Montana

COnt1ßß CA Veco Drilling Company AditŒ¿á Grand Junction, Colorado

LOŒd 20R NE g NW4 Sec. 8 7. 175 g, 25E
CCŒn y

Grand

Water Sands

Depth Volume Quality
From To Flow Rate or Head Fresh or Salty

1. NONE ENCOUNTERED.

2.

3.

4.

5.
(Continue of reverse side if necessary)

Fcamot¿on Topa

NOTE: (aj Repou on t.h¿s goama.s pa.ov¿ded goa¿n Rufe C-20, Genexaf. Rufez
and Regulationa a.nd Ruf ea oá PtacÆlce and Pxoceduxe.

(b) I J a. weten. analysis has been made og the above tepoded zone,
pleas e gonwaAd a copy a.f.ong w¿th th¿a



!> DEPART F IËTERIOR e id
structi n o

5. I.r t u i no

BUREAU O AND MANAGEMENT U-04984 y¡
O. IF INDIAN, ALLOTTEE OR TRIBE NAMF,

SUNDRY NOTKES AND REPOR 1.t#eprm
(Do not use this forro for proposals to drill or to deepen or p diŒertint reservoir

Use "APPLICATION FOR PERMIT--" for a y s.) Out V g
7. UNIT AGREEMENT NAllE

2. NAus or ortnAToR 8. FARM OR LEAaz NAME

BURTON W. HANCOCK Federal
3. ADDRESS OF OPERATOR 9. WELL WO.P. O. Box 989 0 L GAS&MINING N 8-3Billings ..MT . 59103 - _. ...

•

4. I.orATioN or at Et.! (Report location cleaÎlyand in accordance with any State requiremente.• lÜ. FIEi.D AND POOf. OR WILDCAT
See niso space 17 below )
^t norrace State Line

759' FNL, 1545' FWL 11. ..c...........OR BLK. AND
BURVET OR ARMA

NEl NW) Sec. 8: T17S-R25E
14 PEltMIT N 15 ELEVATIONs (Show whether Dr. RT, an. etc.) 12. COUNTY os PAmtan 13. sT&Ta

43-019-31013 5828' GL, 5838' KB GRAND | UTAH
se Cheele Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: BUBSEQUENT REPORT 07:

TEST WATER SHUTOFF PTI,t, OR Ai,TER OtBING WATER SHUT-Orr REPAIRING WELL

FitACTIRE TREAT Alt1.TIPI.E 00%fPI.ETE FRACTtBE TREATMENT ALTERINC CAs!NO

.41100T OR ACIDIZE ABANDON* SHOOTING OR ACIDIEING I ABANDONMENT*

nt:PAIR WELL , CliANGE PLANS (Other) REPORTTO CHANGEOF ADDRESS
INoTE: Report results of multiple completion on Wel

tuther) • ! Completion or Recolapletion Report and Log form.)
17 rest niin; unovosto on correiETen orenArroNr IClently state all perlinent details, and ;;lve pertinent dates. Irícluding estimated date of starting aus

proposc<t work. If well is directionally drilled. give subsurface locations and meneured and true vertical depths for all markere and zones perti-
nent to this work.) *

Effective immediately, please change the mailing address for Burton W. Hancock to

the post office box shown above. The new street address is 402 Petroleum Building,

Billings, Montana 59101. Phone numbers remain the same as submitted on a

previous Sundry Notice.

18. I hereb ertify änt naeforeg is t e and correct

SIGNE > TITLE Agent f0r Operator »,,, February 15, 1988
ames . Röii -I

(This e for Federal or State oŒce nee)

API'ROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructionson ReverseSide

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



Form OGC-1b SUBMT TRIPLICATE*

ATE OF UTAH (Ot nstructions on
Weime side)

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING A. LEASE DESIONATION AND SBRIAL NO.

U-04984

SUNDRYNOTKESAND REPORTSON WELLS
6. IF INDIAN, ALLOTTBB OB TRISE NAME

(Do not use this form for proposals to drill or to deepen or plug back to a diRerent reservoir.
Use "APPLICATION FOR PERMIT-" for saeh proposals.)

. 7. UNIT AOBEEMENT NAME

wn.. O 'w^."..» E ..... wi nterc a mp
5. Mama or oramatoa 8. raan oB LBABB NAME

Beartooth Oil & Gas Company Federal
8. Anomass or orsaarom 9. wBI.L NO.

P. O. Box 2564, Billings, Montana 59103 Hancock Federal No. 8-3
4. LOCATION OF WEr,L (Report location clearly and in accordance with any State requirements.* 10. FIBLD AND POOL, OB WILDCAT

See also space IT below.) .

At surface Undes ignated

1059' FNL, 1694' FWL 11..ac.,s.,s.,m.,osas.s.xxo
BOBTET OR ABBA

NEkNWh Sec. 8-17S-25E
14. PERMIT NO. 15. BlaTATIONs (Show whether DF, BT, on, ete.) 12. COUNTY 05 PAmism 10. STATE

43-019-31013 5828' GL, 58381 KB Grand Utah

" CheckAppropnote BoxTo indicate Natureof Notice,Report,or OtherData
NOTICE OF INTENTION TO: SUSSEQUENT REPORT 07:

TEST WATER BRUT-Orr PULL OR ALTER CAs!NG WATER SHUT-OFF REFAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

BROOT OR ACIDIZE ABANDON* BROUTING OR ACIDIEING ABANDONNENT*

REPAIR WELL CHANGE PLANs (Other)
(NoTE: Report results of multiple completion on Wel

(Other) Change of Operator ('ompletion or Recompletion Report and Log turm.)
17. DEBCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state nil pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled. give subsurface locations and measured and true vertical depths for all markers and zones pertt-
nent to this Work.) •

The Operator for the above wel l has been changed back to:

Burton W. Hancock
1799 Hamilton Avenue RECEIVED
San Jose, Cal ifornia 95125

MAY2 5 1984

DIVISION OF OIL
GAS & MINING

18. I hproby certity that e foregoing to tr correct

BIGNED TITLE Dri11ing Supervisor ,,,, 5/22/84
..

ßnhart D Pallintyne
(This space for Federal or State omce use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*SeeInstructionson Reverse
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